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Optical 3D-Measuring technique using MRâ Anti-Reflex 
Process description 
 
 
 
The products MR® 1000 Anti-Reflex W and MR® 2000 Anti-Reflex L serve for tarnishing of mirroring 
surfaces in optical 3D-Measuring Technique. 
Non-contact measuring technique resp. measuring of spatial geometries with optic procedures are 
precise techniques and used in many industries. 
 
 
 
Use of MR® 1000 Anti-Reflex W: 
 
MR® 1000 Anti-Reflex W can be applied with a spray gun connected to compressed air (e.g. MR®-
Spray gun PN 2A with beaker, art. no. G59-D L) or with a spraying equipment (e.g.  
MR® 8020 Hot-Air Equipment, art. no. 8020 L). Our spraying equipment MR® 8020 sprays the 
medium with warmed air which has the advantage to shorten the drying process to a great extend. 
 
The surface must be dry and free of dust. 
 
The medium must be shaken well prior to use. 
 
Application on the surface should bet thin and even. 
 
After a short drying time (depending on the used equipment!) the surface can be measured 
optically. 
 
MR® 1000 Anti-Reflex L is easily removable from the surface with water. 
 
 
Use of MR® 2000 Anti-Reflex L: 
 
MR® 2000 Anti-Reflex L can be applied from the aerosol can or with a spray gun connected to 
compressed air (e.g. MR®-Spray gun PN 2A with beaker, art. no. G59-D L). 
 
The surface must be dry and free of dust. 
 
The medium must be shaken well prior to use. 
 
Application on the surface should bet thin and even. 
 
After a short drying time the surface can be measured optically. 
 
MR® 2000 Anti-Reflex L is easily removable from the surface with water. 
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